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บทคัดยอ

จากการศกึษาการบ ําบัดนํ้ าเสียจากโรงงานแปรรูปอาหารทะเล (นํ้ านึ่งปลาทูนา), โรงงาน
แปรรูปนํ ้ายางขน และนํ้ าเสียจากบอเลี้ยงกุงกุลาดํ าดวยแบคทีเรียสังเคราะหแสงทนเค็ม 5 สาย
พันธุ (SS3, SS4, SH5, FS3 และ ES16) โดยเลี้ยงภายใตสภาวะมีอากาศ-ไรแสง (200 rpm) และ
สภาวะไรอากาศ-มีแสง (3,000 ลักซ) เปนเวลา 120 ชั่วโมง ที่อุณหภูมิหอง พบวาภายใตสภาวะมี
อากาศ-ไรแสง ประสิทธิภาพในการบํ าบัดในรูปคาซีโอดีที่ลดลงของเชื้อทั้ง 5 สายพันธุ อยูในชวง 
60-68.9% ในนํ ้านึ่งปลาทูนา, 42.9-57.1% ในนํ ้าทิง้จากโรงงานแปรรูปนํ้ ายางขน และ 27.3-
54.5% ในนํ ้าทิง้จากบอเลี้ยงกุงกุลาดํ า คาไนโตรเจนทั้งหมดที่ลดลง อยูในชวง 31.4-42% ในนํ้ านึ่ง
ปลาทูนา, 66.1-72% ในนํ ้าทิง้จากโรงงานแปรรูปนํ้ ายางขน และ 19.4-25.6% ในนํ ้าทิ้งจากบอ
เลีย้งกุงกุลาดํ า สวนภายใตสภาวะไรอากาศ-มีแสง คาซีโอดีที่ลดลงอยูในชวง 50-65%, 25-57.1% 
และ 27.3-36.4% ตามล ําดบั และคาไนโตรเจนทั้งหมดที่ลดลงอยูในชวง 30-38.3%, 64.8-71.4% 
และ 16.9-20% ตามล ําดบั ดังนั้นสภาวะมีอากาศ-ไรแสงจึงใหประสิทธิภาพในการบํ าบัดนํ้ าเสียสูง
กวาสภาวะไรอากาศ-มีแสง สํ าหรับการคัดเลือกเชื้อพบวาแบคทีเรียสังเคราะหแสงสายพันธุ ES16
ใหประสิทธิภาพในการบํ าบัดซีโอดีและไนโตรเจนสูงสุดในนํ้ านึ่งปลาทูนา (68.9%, 42% ตาม
ลํ าดับ) และในนํ ้าทิ้งจากบอเลี้ยงกุงกุลาดํ า (54.6%, 25.6% ตามลํ าดับ) สวนนํ ้าทิ้งจากโรงงาน
แปรรูปนํ้ ายางขนสายพันธุ SH5 ใหคาบํ าบัดซีโอดีสูงสุด (57.1%) และไนโตรเจนไดสูง (71.4%) 
รองลงมาคือ สายพันธุ ES16 (51.4%, 72% ตามลํ าดับ) จึงคัดเลือกสายพันธุ ES16 
(Rhodobacter sphaeroides) สํ าหรบัศึกษาผลการตรึงเซลล จากการใชแผนใยขัด, ฟองนํ้ า และ
ถานหกัในการตรงึเซลลในนํ้ าเสียทั้ง 3 แหลงพบวา ประสิทธิภาพในการตรึงเซลลที่เลี้ยงอยูในนํ้ า
เสยีของแผนใยขัด (0.29-0.78 กรัมตอลิตร) สูงกวาของฟองนํ้ า (0.32-0.58 กรัมตอลิตร) และถาน
หกั (0.16-0.32 กรัมตอลิตร) หลังการเลี้ยงเชื้อเปนเวลา 5 วัน เมื่อนํ าเชื้อสายพันธุ ES16 มาตรึงกับ
แผนใยขดัและเปรียบเทียบระหวางการบํ าบัดนํ้ าเสียทั้ง 3 แหลงดวยเซลลที่ถูกตรึงกับเซลลที่ไมถูก
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ตรึง ภายใตสภาวะมีอากาศ-ไรแสง เปนเวลา 5 วัน พบวาไมมีความแตกตางอยางมีนัยสํ าคัญ   
(p>0.05) ระหวางชุดทดลองที่ทํ าการตรึงและไมตรึงเซลล แตเมื่อทํ าการเติมนํ้ าเสียชุดใหมโดย
เหลือของเดิมไว 10% และท ําการเลี้ยงเชื้อตอไปอีกเปนเวลา 5 วัน พบวา ชุดทดลองที่ตรึงเซลลให
ประสิทธภิาพการลดคาซีโอดีสูงกวาชุดทดลองที่ไมตรึงเซลลอยางมีนัยสํ าคัญ (p<0.05) เมื่อนํ ามา
เลีย้งในนํ้ านึ่งปลาทูนา(76.2%, 69.2% ตามลํ าดับ), นํ ้าทิง้จากโรงงานแปรรูปนํ้ ายางขน (60%, 
53% ตามลํ าดับ) และ นํ ้าทิ้งจากบอเลี้ยงกุงกุลาดํ า (51.6%, 46% ตามลํ าดับ) สวนคาไนโตรเจน
ทั้งหมดที่ลดลงมีความแตกตางอยางมีนัยสํ าคัญ (p<0.05) จากการเลี้ยงในนํ้ านึ่งปลาทูนา 
(46.52%, 45.79% ตามลํ าดับ) และนํ ้าทิง้จากโรงงานแปรรูปนํ้ ายางขน (77.46%, 74.54% ตาม
ลํ าดับ) แตไมมีความแตกตางอยางมีนัยสํ าคัญ (p>0.05) ในนํ้ าเสียจากบอเลี้ยงกุงกุลาดํ า 
(30.93%, 30.93% ตามลํ าดับ)
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Abstract

Treatment of wastewater from seafood factory (tuna condensate), latex 
concentrate effluent and shrimp farm by five strains (SS3, SS4, SH5, FS3 and ES16) of 
halotolerant photosynthetic bacteria cultivated under aerobic-dark (200 rpm) and 
anaerobic-light (3000 lux) condition for 120 h at room temperature was carried out. 
Under aerobic-dark condition, the treatment efficiencies of the five strains in term of 
COD removal were 60-68.9% for tuna condensate, 42.9-57.1% for latex concentrate 
effluent, and 27.3-54.5% for shrimp farm wastewater. In term of nitrogen (TKN) removal, 
the efficiencies were 31.4-42% for tuna condensate, 66.1-72% for latex concentrate 
effluent, and 19.4-25.6% for shrimp farm wastewater. Under anaerobic-light condition, 
their COD removal values were 50-65%, 25-57.1% and 27.3%, respectively whereas 
TKN removal were 30-38.3%, 64.8-71.4% and 16.9-20%, respectively. Therefore, 
aerobic-dark cultivation gave higher treatment efficiency than anaerobic-dark cultivation. 
For screening, the isolate ES16 gave the highest treatment efficiency of COD and TKN 
removal values for tuna condensate (68.9%, 42% respectively) and shrimp farm 
wastewater (54.6%, 25.6% respectively). For treatment of latex concentrate effluent, the
isolate SH5 gave the highest COD removal (57.1%) and high nitrogen (TKN) removal
(71.4%) followed by the strain ES16 (51.4%, 72% respectively). The isolate ES16 
(Rhodobacter sphaeroides) was selected for study on cell immobilization. Comparison 
on utilization of nylon scourers, polyurethane sponge and charcoal for immobilization of 
the strain ES16 in three sources of wastewater revealed that the immobilization 
efficiency of nylon scourers (0.29-0.78 g/l) was higher than those of polyurethane 
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sponge (0.32-0.58 g/l) and charcoal (0.16-0.32 g/l) after 5 days cultivation. Comparison 
on wastewater treatment using immobilized cells of the isolate ES16 on nylon scourers 
and non-immobilized cells cultivated under aerobic-dark condition for 5 days was 
conducted. It was found that the treatment efficiencies in all three sources of wastewater 
were not significantly (p>0.05) different between using immobilized and non-
immobilized cells. However, when discharged the treated effluent with 10% left over as 
starter culture and refilled with fresh wastewater then cultivated for another 5 days,  the 
treatment efficiency by immobilized cells was significantly (p<0.05) higher than non-
immobilized cells in term of COD removal in tuna condensate (76.2%, 69.2% 
respectively), latex concentrate effluent (60%, 53% respectively) and shrimp farm
wastewater (51.46%, 46% respectively) Nitrogen removal (in term of TKN) was 
significantly (p<0.05) different from cultivation in tuna condensate (46.52%, 45.79% 
respectively) and latex concentrate effluent (77.46%, 74.54% respectively) but not 
significantly (p>0.05) different in shrimp farm wastewater (30.93%, 30.93% 
respectively).




