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บทคัดยอ 
 

การนําแกลบสดซ่ึงเปนวัสดุเหลือใชทางการเกษตรมาใชเปนสวนประกอบในการผลิตอิฐบล็อก
มวลเบา โดยการเตรียมแกลบดวยวิธีการขัดผิวแกลบ พบวาขนบริเวณผิวแกลบจะมีปริมาณลดลงหรือ
หมดไป  และเม่ือนําแกลบไปบําบัดผิวดวยการแชสารละลายโซเดียมไฮดรอกไซด จะทําใหผิวแกลบมี
ความออนนุมมากข้ึน และทําใหขนบริเวณผิวแกลบสลายไดบางสวน จากนั้นจงึศึกษาอิทธิพลของชนิด
วัสดุผสมและปริมาณแกลบ พบวาอิฐบล็อกท่ีไมใสแกลบจะมีคามวลเฉล่ียและคาความตานการอัดเฉล่ีย
ท่ีมากท่ีสุด รองลงมาคืออิฐบล็อกท่ีใสแกลบปริมาณ 50% และ 75% ตามลําดับ ศึกษาอิทธิพลของชนิด
แกลบ พบวาอิฐบล็อกท่ีใสแกลบขัดผิว จะมีคาความตานการอัดเฉล่ียมากกวาอิฐบล็อกท่ีใสแกลบไมขัด
ผิว ศึกษาอิทธิพลของเวลาการบม พบวาอิฐบล็อกท่ีมีอายุการบม 28 วัน จะมีคาความตานการอัดเฉล่ียที่
มากท่ีสุด เลือกอิฐบล็อกท่ีแทนท่ีวัสดุผสมดวยแกลบขัดผิวในปริมาณ 75% ซ่ึงเปนแกลบที่บําบัดผิวดวย
การแชในสารละลายโซเดียมไฮดรอกไซด ความเขมขน 0.6% เปนเวลา 6 ช่ัวโมง มาศึกษาอิทธิพลของ
การแปรปริมาณปูนซีเมนต พบวาการเพ่ิมปริมาณปูนซีเมนตจาก 15% เปน 20% ทําใหคามวลเฉล่ีย
เพิ่มข้ึน 5.9% และคาความตานการอัดเฉล่ียเพิ่มข้ึน 20%  เม่ือศึกษาอิทธิพลของการผสมน้ํายาประสาน
คอนกรีต พบวาอิฐบล็อกท่ีผสมนํ้ายาประสานคอนกรีต จะมีคาความตานการอัดเฉล่ียมากกวาอิฐบล็อกท่ี
ไมผสมน้ํายาประสานคอนกรีต เทากับ 13.3% เม่ือเปรียบเทียบสมบัติของอิฐบล็อกจากแกลบท่ีเตรียมได
กับอิฐบล็อกท่ีไมผสมแกลบ พบวาคาความหนาแนนเชิงปริมาตรเฉล่ียของอิฐบล็อกจากแกลบจะมีคา
เทากับ 0.89 g/cm3 ซ่ึงลดลง 55.9%  ในขณะที่คาการดูดซึมน้ําเฉล่ียของอิฐบล็อกจากแกลบ มีคาเทากับ 
385.53 kg/m3 ซ่ึงเพิ่มข้ึน 78.8% และเปอรเซ็นตการหดตัวเฉลี่ยของอิฐบล็อกจากแกลบ มีคาเทากับ 
0.0502% ซ่ึงเพิ่มข้ึน 100.8% ถึงแมวาอิฐบล็อกท่ีผสมแกลบขัดผิวท่ีผานการแชดวยสารละลายโซเดียม 
ไฮดรอกไซด ความเขมขน 0.6% เปนเวลา 6 ช่ัวโมง ท่ีเตรียมไดจะมีคาความตานการอัดเฉล่ียตํ่ากวาอิฐ
บล็อกมวลเบาสําหรับงานกอ (Masonry concrete) ซ่ึงมีคาความตานการอัดตํ่าสุดเทากับ 100 kg/cm2 แต
ยังคงผานเกณฑมาตรฐานคาความตานการอัดตํ่าสุดของอิฐบล็อกมวลเบาสําหรับงานฉนวนความรอน
(Insulating concrete) ซ่ึงเทากับ 10 kg/cm2 และคามวลตอปริมาตรท่ีนอยกวา 800 kg/m3 ตามมาตรฐาน 
ACI.DESIGNATION : 213R-87 อิฐบล็อกมวลเบาผสมแกลบ จึงนาจะเปนผลิตภัณฑใหมท่ีสามารถ
นําไปใชประโยชนในการกอ สรางสําหรับงานฉนวนความรอนและงานกอสรางท่ีไมตองการรับน้ําหนัก
สูงได 
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ABSTRACT 
 

This research is to study the use of rice husk which is an agriculture waste product as the 
components of concrete blocks. According to the study of rice husk found that polishing the surface of 
rice husk can decrease the hairs around the surface and treating surface of rice husk by soaking in 
NaOH solution can soften the surface of rice husk and partly dissolve the hairs around the surface. 
Study on the effect of types and quantities of appropriate of aggregate found that unfilling of rice husk  

concrete block had the highest average mass and compressive strength, follow by 50% and 75% rice 
husk concrete block, respectively. Study on the effect of types of rice husk found that concrete block 
with treated surface of rice husk had compressive strength higher than concrete block with untreated 
surface of rice husk. Study on the effect of maturing time found that concrete block with 28 days 
maturing time had the highest compressive strength. When choosing concrete block made by compose 
of 75% treated rice husk soaked in 0.6% NaOH solution at 6 hrs. to study the effect ratio of cement 
found that the increasing of cement from 15% to 20% lead to increasing 5.9% of average mass and 
20% of compressive strength. When study on the effect of bonding agent found that concrete block 
with bonding agent had compressive strength higher than concrete block without bonding agent 
13.3%. The comparison of concrete block when used and unused rice husk found that the average 
density of concrete block was 0.89 g/cm3 which decreased 5.9%, While the water absorption was 
385.53 kg/m3 which increase 78.8% and the variation of length was 0.0502% that increase 100.8% 
from unused rice husk. Although the concrete blocks consist of rice husk that soaked in 0.6% NaOH 
solution at 6 hrs. had less compressive strength than lightweight masonry concrete block that had 
minimum compressive strength at 100 kg/cm2, it still met standard values for lightweight insulating 
concrete block that had minimum compressive strength at 10 kg/cm2 and had maximum value of mass 
per volume at 800 kg/m3 (ACI.DESIGNATION : 213R-87). The concrete block that consists of rice 
husk is expected to be a new product that can be used for insulating concrete works and non load 
construction.  


