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บทคัดยอ 
 

งานวิจัยมีวัตถปุระสงคเพ่ือศกึษาและปรับปรุงการกระจายของความเร็วและอุณหภูมใิน
หองรมยางรุนป พ.ศ. 2537 โดยนาํคอมพิวเตอรมาชวยในการจาํลองแบบ เพ่ือใหไดซึ่งตนแบบ
ของหองรมยางเพื่อนําเสนอตอกลุมเกษตรกรที่ตองการสรางหองรมยางใหม โดยงานวิจัยนี้เร่ิม
จากใชการจาํลองแบบและการทดลองมาศกึษาการกระจายของอุณหภูมิในหองรมยางเปลา โดย
สภาวะการทํางานจริงจากการทดลองถูกนํามาเปนตัวปอนใหแกหองรมยางจําลอง จากนัน้ทําการ
เปรียบเทียบคาอุณหภูมิที่เกิดขึ้นในหองรมยาง 15 ตําแหนง ความเร็วของอากาศไหลเขาที่เตาเผา
และความเร็วของแกสรอนที่ไหลออกที่บานระบายความชื้นระหวางการจําลองแบบและการทดลอง
เพ่ือตรวจสอบความแมนยาํของโปรแกรมจําลองแบบ ซึ่งพบวาความแตกตางของอุณหภูมิที่
เกิดขึ้นในหองรมยางอยูระหวาง 0.12-4.46 องศาเซลเซียส คาความเร็วที่ทางเขาและที่ทางออก
ของหองรมยางอยูที่ 0.22 และ 0.02 เมตร/วินาที จะเห็นวาความแตกตางของผลลัพธระหวาง
การทดลองและการจําลองแบบมีคาที่แตกตางนอยมาก ดังนั้นการจําลองแบบหองรมยางโดย
โปรแกรมดังกลาวมีความนาเช่ือถือและเปนไปไดทีจ่ะใชศึกษาหองรมยางปจจุบนัซึ่งมีการบรรจุ
แผนยางเขาไปในหองรม 

การศึกษาหองรมยางปจจุบนัซึ่งบรรจุแผนยางเต็มความจุของหองโดยวิธีการจําลองแบบ 
พบวาการกระจายตัวของอุณหภูมิและความเร็วที่เกิดขึ้นในหองรมยางไมสม่ําเสมอ โดยเฉพาะคา
อุณหภูมิที่เกิดขึ้นในหองรมยางมีคาแตกตางกันถึง 15 องศาเซลเซียส (51-66 ององศา
เซลเซียส) และประสิทธิภาพของหองรมมีคาที่ต่าํ ทั้งนี้เพราะแกสรอนสวนใหญไหลออกทางทอ
ระบาย จะเหน็วาสาเหตุดังกลาวมาจากทีก่ารออกแบบหองรมยางไมดี โดยการกระจายของแกส
รอนที่ไหลเขาหองรมยางตรงตําแหนงทอที่ติดกบัดานหลังของหองรมยางจะมีความเร็วไหลเขา
ของแกสรอนสูงกวาตรงตําแหนงทอที่อยูติดกบัหนาหอง ซึ่งสงผลใหแกสรอนไหลออกมากทาง
บานระบายความชื้นที่อยูตดิดานหลังหอง อีกทั้งยังมีการไหลเขาของอากาศจากภายนอกที่
ตําแหนงบานระบายความชื้นที่ตดิกับหนาหอง นอกจากนี้พบวา ตําแหนงของทอระบายยังสงผล
ตอการไหลเขาหองรมยางของแกสรอน ดังนั้นการปรับเปลี่ยน ตําแหนง ขนาด ของทอจายแกส
รอนและบานระบายความชื้นจะมีผลตอการไหลของแกสรอนในหองรมยางและนาจะเปนทางเลือก
หนึ่งซึ่งสามารถชวยใหการกระจายของความเร็วและอุณหภูมิในหองรมยางใหดีข้ึนได 
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การปรับปรุงการกระจายของความเร็วและอุณหภูมิในหองรมยาง ไดกระทําโดยการ
ปรับเปลี่ยน ตําแหนง ขนาด และจํานวนของทอจายแกสรอนและบานระบายความชื้น ซึ่งหองรม
ยางจําลองที่ดทีี่สุดที่ไดจากการปรับเปลี่ยนตัวแปรขางตนมีคาแตกตางอุณหภูมิประมาณ 5 องศา
เซลเซียสทั้ง 81 ตําแหนงที่ทําการศึกษา นั่นคือลดลงเหลือเพียงแคหนึ่งในสามของหองรมยาง
ปจจุบนัเทานัน้ นอกจากนี ้ การกระจายตัวของความเร็วที่เกิดขึ้นในหองรมยางก็สม่ําเสมอมากขึ้น 
และตนแบบหองรมยางดังกลาวสามารถลดปริมาณความรอนปอนเขาไดถึง 27 เปอรเซ็นตเมื่อ
เทียบกับหองรมยางปจจุบนั ดังนัน้ หองรมยางจําลองนี้จึงเปนทางเลือกทีด่ีทางหนึ่งที่จะถูก
นําเสนอตอกลุมเกษตรกรตอไป 

 
คําสําคัญ :  การคํานวณโดยวิธีพลศาสตรของไหล การจําลองการไหล การปรับปรงุการไหล 
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Abstract 

 
The problem of non-uniformity of temperature and velocity distributions of rubber 

smoking room was introduced and solved by using computer simulation. The main 
objective of this thesis is to obtain a new model of rubber smoking room which the 
uniformity of velocity and temperature are improved through Computational Fluid dynamics 
(CFD) simulation. At the beginning of this research, the non-uniformity problems of 
temperature and velocity distributions were discussed. Verification study of the temperature 
distribution of an empty present (original) rubber smoking room by CFD simulation along 
with experiment was then investigated. Results show that temperature difference in the 
smoking room between simulation and experiment is about 0.12-4.46°C. Differences of 
average velocity at the burner inlet and at the ventilating lids outlet between simulation and 
experiment are about 0.22 and 0.02 m/s, respectively.  Agreement of the benchmarking 
results between simulation and experiment is quite good. It is then possible to use the CFD 
technique for simulation an improvement of the flow in the present rubber smoking room. 

CFD Study of a present rubber smoking room filled up with rubber sheets shows 
that the temperature and velocity distributions are highly non-uniform. Temperature 
variation is between 51-66°C, and velocity variation is quite large. Most of hot gas flows 
out of the model room through the rear ventilating lid, while the air from outside flows into 
the smoking room through the front ventilating lid. Gas supply ducts give uneven 
distribution of hot gas inlet. This indicates that the size and positions of the gas supply 
ducts and the ventilating lids are not suitable. Adjustment of these parameters is then 
necessary to improve the velocity and temperature distributions. 

Simulation results of various modified models of the rubber smoking room indicate 
that the size, position and number of the gas supply ducts and the ventilating lids 
significantly affect the temperature and velocity distributions. A new model has been 
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proposed to be a prototype of the rubber smoking room. The temperature variation of this 
model room reduces about three times from the original room. The uniformity of velocity 
distribution has been significantly improved. Moreover, adjustment of size, position and 
number of the gas supply ducts and the ventilating lids results in a 27% improvement of 
energy consumption. Therefore, this model is a good answer for any entrepreneur group 
who wants to construct a new rubber smoking room. 

 

Keywords:  Computational Fluid Dynamics, Flow simulation, Flow improvement, 
Temperature distribution, Rubber smoking room. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


