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ตะกอน:   วิเคราะหการลดลงของคา COD และสารเคมีตกคางในน้ําและ
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บทคัดยอ

งานวิจัยนี้เปนการศึกษาการบําบัดน้ําเสียที่มีสารประกอบอินทรียดวยปฏิกิริยาเฟนตันรวม
กับกระบวนการตกตะกอนโดยวิเคราะหการลดลงของคา COD และสารเคมีตกคางในน้ําและตะกอน
สารประกอบอินทรียที่ใชศึกษาคือ ฟนอล และ 2,4-ไดคลอโรฟนอล พารามิเตอรที่ใชในการตรวจสอบ
ประสิทธิภาพของการบําบัดคือ COD, TOC, pH และไอออนของซัลเฟต เหล็ก แคลเซียมและปริมาณ
ของตะกอนที่ได โดยความเขมขนของสารประกอบอินทรียที่ใชคือ 1100 พีพีเอ็ม และ 550 พีพีเอ็ม
ตามลําดับ กรณีที่ 1 (1100 ppm) ใชอัตราสวนโดยน้ําหนักของสารประกอบอินทรียตอไอออนของ
เหล็กเทากับ 1 : 0.65 และกรณีที่ 2 (550 ppm) เทากับ 1 : 0.45 โดยทั้งสองกรณีใชอัตราสวนโดยน้ํา
หนักระหวางไอออนของเหล็กตอไฮโดรเจนเปอรออกไซดตอแคลเซียมออกไซดเทากับ 1 : 11.7 : 4.5
เนื่องจากเปนอัตราสวนที่สอดคลองกับงานวิจัยอางอิง (ลือพงศและคณะ, 2545) ผลการศึกษาพบวา
การใชปฏิกิริยาเฟนตันรวมกับการตกตะกอนดวยแคลเซียมออกไซดสามารถบําบัด COD ในกรณี
ของฟนอลไดดีกวากรณีของ 2,4-ไดคลอโรฟนอล ทั้งสองอัตราสวน โดยอัตราสวนแรกบําบัด COD
ไดประมาณ 99 % และ 86 % ตามลําดับ และอัตราสวนที่ 2 บําบัดได 98 % และ 93 % ตามลําดับ
กรณีสารตกคางในน้ําและตะกอน พบวาในกรณีของฟนอลมีปริมาณไอออนของซัลเฟตในตะกอน
นอยกวา 2,4-ไดคลอโรฟนอลทั้งสองอัตราสวน โดยอัตราสวนแรกมีประมาณ 13 % และ 30 % ตาม
ลําดับ สวนอัตราที่ 2 มีประมาณ 7 % และ 23 % ตามลําดับ กรณีปริมาณไอออนของเหล็กตกคางทั้ง
สองกรณีพบวาปริมาณไอออนของเหล็กอยูในตะกอนเกือบ 100 % และในกรณีปริมาณไอออนของ
แคลเซียมตกคางในน้ําและตะกอนพบวา ฟนอลมีปริมาณไอออนของแคลเซียมตกคางในตะกอนมาก
กวา 2,4-ไดคลอโรฟนอลในทั้งสองอัตราสวน โดยอัตราสวนแรกมีประมาณ 62 % และ 46 % ตาม
ลําดับ สวนอัตราสวนที่ 2 มีประมาณ 51 % และ 41 % ตามลําดับ สําหรับเปอรเซ็นตของตะกอนที่ได
เมื่อเทียบกับปริมาณของ CaO ที่เติม คือ 92.25 % (Phenol 1100 ppm)  95.94 % (Phenol 550
ppm)  64.04 % (2,4 DCP 1100 ppm)  และ 65.64 % ( 2,4 DCP 550 ppm)
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 เมื่อนําอัตราสวนที่ 2 ซึ่งเปนอัตราสวนที่เหมาะสมจากการบําบัดน้ําเสียสังเคราะหมา
ประยุกตใชกับการบําบัดน้ําทิ้งจากบริษัททักษิณปาลม (2521) จํากัด เนื่องจากคา COD เร่ิมตนของ
น้ําทิ้งมีคาใกลเคียงกัน โดยแปรผันอัตราสวนของน้ําทิ้งตอสารเคมีเฟนตัน พบวาประสิทธิภาพการ
กําจัด COD และ สี สําหรับกรณีไมเติมแคลเซียมออกไซด (CaO) เทากับ 35 % และ 75 % ตาม
ลําดับ เมื่อเติม CaO จะชวยลดคา COD และสีไดประมาณ 60 % และ 90 % ตามลําดับ กรณีสาร
ตกคางในน้ําและตะกอนพบวาคาซัลเฟตและแคลเซียมมีปริมาณตกคางในตะกอนนอยกวาน้ําเสีย
สังเคราะห ซึ่งมีประมาณ 13 % และ 18 % ตามลําดับ สวนกรณีของปริมาณไอออนของเหล็กใน
ตะกอนมีคาประมาณ 100 % และเมื่อคิดเปอรเซ็นตของตะกอนที่ไดเทียบกับปริมาณของ CaOที่เติม
คือ70.67%
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Abstract

 The purpose of this study is a treatment of wastewater containing organic
compounds. The treatment method was Fenton reaction and precipitation some ions in
water with calcium oxide (CaO). Selected organic compounds for this study were phenol
and 2,4 dichlorophenol. The procedure was the treatment’s monitor of COD, TOC, pH,
sulfate ion, iron ion, calcium ion and the quantities of sediments both before and after
precipitation with CaO. The concentration of organic compounds were 1100 ppm (ratio 1)
and 550 ppm (ratio 2). The first ratio was based on the weight ratio of organic
compounds: iron ion = 1: 0.65 and the second was 1: 0.45. For the both ratio, fixed
weight ratio of iron ion: H2O2: CaO = 1: 11.7: 4.5 was introduced according to the
previous study (Kaewsichan, et al., 2002). The results shown that COD removal efficiency
in phenol solutions was higher than that of in 2,4 dichlorophenol solutions in the both
ratios: ratio 1 by 99 % (for phenol) and 86 % (for 2,4 DCP) and ratio 2 by 98 % (for
phenol) and 93 % (for 2,4 DCP) respectively. In case of substance remaining in solutions
and sediments after adding CaO: The amount of sulfate ion in the sediment of phenol
solutions were less than that of 2,4 DCP solutions in both ratios in that ratio 1 are 13 %
(for phenol) and 30 % (for 2,4 DCP) and ratio 2 were 7 % (for phenol) and 23 % (for 2,4
DCP) respectively. The amount of iron ion was found approximately 100 % in sediments
for all cases. The amount of calcium ion in the sediment of phenol solutions were more
than that of 2,4 DCP solutions in both ratios in that ratio 1 are 62 % (for phenol) and 46
% (for 2,4 DCP) solutions in both ratios in that ratio 1 are 62 % (for phenol) and 46 %
(for 2,4 DCP) and ratio 2 were 51 % (for phenol) and 41 % (for 2,4 DCP) respectively.
The quantities of sediments after precipitation with CaO was 92.25 % (Phenol 1100 ppm)
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95.94 % (Phenol 550 ppm) 64.04 % (2,4 DCP 1100 ppm) and 65.64 % (2,4 DCP 550
ppm)

The ratio 2 of synthetic wastewater: Fenton reagents was chosen for a treatment of
wastewater of palm oil plant from Taksin Palm (2521) Ltd. because their COD’s before
treating were similar. The experiment was carried out by varying the ratio of wastewater
while fixing the reagents of ratio 2. The results showed that the smaller amount of
wastewater than that of synthetic wastewater was optimal in that the removal of COD and
color were 60 % and 90 % respectively. For sulfate ion and calcium ion remaining in
sediments after adding CaO were found less than those in synthetic wastewater: 13 %
(sulfate) and 18 % (calcium) respectively. The same as synthetic wastewater,
approximately 100 % of iron ion were found in sediments. The quantities of sediments after
precipitation with CaO was 70.67 %.


